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Hawko Lighting Group Australia Pty Ltd

LumCAT: CHROMAFLEX-4000K (GREEN)
Luminaire: LED Strip light

Report No: BSR1706080301-9 Voltage(V): 23.9900
Test No: SO1 Current(A): 0.1880
LampCAT: Power (W): 4.5100
Lamp flux(Im) PF: 1.0000

Number of Lamps: 60 Ballast type:
Length(mm): 1000 Width(mm): 12
Phm Type: C Height(mm): 2

Photometric Results

Lumens(lm): 329.98

Lumens(Im)/Power(W): 73.17

Central intensity(cd): 94.289

Maximum intensity(cd): 94.673

Angle of maximum intensity: C=0.0 y=10.0

Beam Angle(50%Imax): [C0/180]Total=130.5
[C90/270]Total=128.3

Field angle(10%Imax): [C0/180]Total=167.1
[C90/270]Total=168.4

Maximum s/h(1/2): C0_180=1.40 C90_270=1.36

Maximum s/h(1/4): C0_180=1.53 C90_270=1.49

Up flux rate of LUM(%): - -

Down flux rate of LUM(%): 100.00%

CIE Type : Direct lighting

Output flux ratio in « solid angle : 74.587%

Equipment: GMS2200 Date: 2017-6-8 Operator: Jack
Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (GREEN)

Zonal flux distribution table

Page: 2 Total:14

v(°) Average I(cd) Zonal F(Im) Sum F(Im) Eff Flux(%) Eff Sum(%)
0.0 94.289 .000 .000 .000% .000%
5.0 94.273 2.254 2.254 .683% .683%
10.0 94.003 6.735 8.989 2.041% 2.724%
15.0 93.315 11.112 20.101 3.367% 6.092%
20.0 92.036 15.275 35.377 4.629% 10.721%
25.0 90.125 19.105 54.482 5.790% 16.511%
30.0 87.484 22.477 76.958 6.812% 23.322%
35.0 84.657 25.349 102.307 7.682% 31.004%
40.0 80.848 27.613 129.920 8.368% 39.373%
45.0 76.405 29.117 159.037 8.824% 48.197%
50.0 70.937 29.773 188.810 9.023% 57.219%
55.0 64.230 29.390 218.199 8.907% 66.126%
60.0 56.561 27.920 246.120 8.461% 74.587%
65.0 47.587 25.318 271.438 7.673% 82.260%
70.0 37.627 21.577 293.015 6.539% 88.799%
75.0 26.735 16.823 309.838 5.098% 93.897%
80.0 16.413 11.545 321.384 3.499% 97.396%
85.0 7.574 6.518 327.902 1.975% 99.372%
90.0 .000 2.074 329.976 .629% 100.000%
95.0 .000 .000 329.976 .000% 100.000%
100.0 .000 .000 329.976 .000% 100.000%
105.0 .000 .000 329.976 .000% 100.000%
110.0 .000 .000 329.976 .000% 100.000%
115.0 .000 .000 329.976 .000% 100.000%
120.0 .000 .000 329.976 .000% 100.000%
125.0 .000 .000 329.976 .000% 100.000%
130.0 .000 .000 329.976 .000% 100.000%
135.0 .000 .000 329.976 .000% 100.000%
140.0 .000 .000 329.976 .000% 100.000%
145.0 .000 .000 329.976 .000% 100.000%
150.0 .000 .000 329.976 .000% 100.000%
155.0 .000 .000 329.976 .000% 100.000%
160.0 .000 .000 329.976 .000% 100.000%
165.0 .000 .000 329.976 .000% 100.000%
170.0 .000 .000 329.976 .000% 100.000%
175.0 .000 .000 329.976 .000% 100.000%
180.0 .000 .000 329.976 .000% 100.000%

Equipment: GMS2200
Temperature(°C): 25.2

Date: 2017-6-8
Humidity(%): 63.0%

Operator: Jack
Distance(m): 12.00




Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (GREEN)

Zonal flux distribution table

Zone
0-30
0-40
0-60
0-90
0-120
0-180
60-90
90-120
90-130
90-150
90-180
0-63.53

Page: 3 Total:14

ZONAL LUMEN SUMMARY
Lumens %Fixt
76.96 23.32%
129.92 39.37%
246.12 74.59%
329.98 100.00%
329.98 100.00%
329.98 100.00%
111.78 33.87%
2.07 0.63%
2.07 0.63%
2.07 0.63%
2.07 0.63%
263.98 80.00%

ZONAL LUMEN SUMMARY

0-10 8.99

10-20 26.39

20-30 41.58

30-40 52.96

40-50 58.89

50-60 57.31

60-70 46.90

70-80 28.37

80-90 8.59

90-100 0.00

100-110 0.00

110-120 0.00

120-130 0.00

130-140 0.00

140-150 0.00

150-160 0.00

160-170 0.00

170-180 0.00

Equipment: GMS2200
Temperature(°C): 25.2

Date: 2017-6-8

Humidity(%): 63.0%

Operator: Jack
Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (GREEN)

Light Distribution Curve [Unit:cd] Page: 4 Total:14

+180°

-90° 90°

94.67
75.74
56.80
37.87
18.93
0.00 180° 1350 -90° 45 0 45° 90° 135°  180°
C0/C180:
C90/C270:
Field angle(10%Imax):C0/180Left:83.5 Right:83.5
:C90/270Left:84.2 Right:84.2
Beam Angle(50%Imax):C0/180Left:65.2 Right:65.2
:C90/270Left:64.1 Right:64.1
Equipment: GMS2200 Date: 2017-6-8 Operator: Jack

Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (GREEN)

Lux distance Curve Page: 5 Total:14

94.7,79.5 Ix 432.31cm

1.0m
237,199 Ix 864.62cm

2.0m { )
10.5,8.8Ix Z X 1296.93cm
3.0m /&/\

Max , Ave Beam angle of COplane130.35

Equipment: GMS2200 Date: 2017-6-8 Operator: Jack
Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (GREEN)

ISO-Intensity(V-H)

Page: 6 Total:14

0%l [Unik:ed] Imax:94.67cd
75° /////’ \\\\\
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/ ///7/’ \Qx\\
SERRNW
" !/////// \\\ \ |
(/ (/ {/ i \ \\ \\
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RIS i
-30°
X el
450 \\\ \\\\.\___,,_/// ’ /
TN \\\t:\ ,/;7 /
75 \ \\\‘ J// /
-75° N — PR L~
S~ 1
-90°
-90° -75° -60° -45° -30° -15° 0° 15° 30° 45° 60° 75° 90°
(10%Imax) 9.46728
(20%Imax) 18.9346 _—
(30%]Imax) 28.4018 _—
(40%Imax) 37.8691 —_—
(50%Imax) 47.3364 —_—
(60%Imax) 56.8037 —_—
(70%Imax) 66.271 —
(80%Imax) 75.7382 —_—
(90%Imax) 85.2055
Equipment: GMS2200 Date: 2017-6-8 Operator: Jack
Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00




Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (GREEN)

ISO candela diagram on circular web Page: 7 Total:14

180°

G 90°

House [Unit:cd] Road
Imax:94.67

(10%]Imax) 9.46728
(20%]Imax) 18.9346
(30%]Imax) 28.4018
(40%]Imax) 37.8691
(50%]Imax) 47.3364
(60%]Imax) 56.8037
(70%Imax) 66.271

(80%]Imax) 75.7382
(90%Imax) 85.2055

Equipment: GMS2200 Date: 2017-6-8 Operator: Jack
Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00
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Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (GREEN)

ISO illuminance diagram
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[Unit:I¥] H=3.0m

Emax:

0.48

{ 180°

C 90°

N
[ /f@\\\
N~}

~_]

5.00d/h 4.00 3.00

(10%Emax) 1.04766
(20%Emax) 2.095322
(30%Emax) 3.142978
(40%Emax) 4.190645
(50%Emax) 5.2383
(60%Emax) 6.285955
(70%Emax) 7.333622
(80%Emax) 8.381278
(90%Emax) 9.428933

1

g
=y
S

.00

0.00

1.00

2.00 3.00

4.00

5.00d/h

Equipment: GMS2200
Temperature(°C): 25.2

Date: 2017-6-8

Humidity(%): 63.0%

Operator: Jack
Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (GREEN)

1.0m

2.0m

4.0m

6.0m

8.0m

10.0m

Space ISO Lux diagram
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Imax:94.67

[Unit:1x]

9.42894

pu

188579
28.2868
37.7158
47.1447
56.5736

75.4315

84.8605

0.0m 1.0m

2.0m

3.0m 4.0m

5.0m

6.0m 7.0m

8.0m

9.0m

Equipment: GMS2200
Temperature(°C): 25.2

Date: 2017-6-8
Humidity(%): 63.0%

Operator: Jack
Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (GREEN)

Luminance Limitting Curve(no luminous side)

Luminance Table

Page: 10 Total:14

Y 45 50 55 60 65 70 75 80 85
Co 7813 7765 7626 7373 6921 6243 5241 3903 2244
C45 8141 8166 8111 7961 7640 7121 6126 4846 3260
C90 8631 8781 8863 8957 8980 8708 8330 7745 7585
Li#®65) |LZh(65)  |L45(65)  |LEE(75) |LZA(75) |L45(75)  |LEE®B5)  |[LY(B5)  |L45(85)
9394 9018 9594 8501 8392 8853 6519 7759 7703
Glare Table
Glare Quality Service Values Illuminance(lx)
1.15 A 2000 1000 500 <=300
1.5 B 2000 1000 500 <=300
1.85 C 2000 1000 500 <=300
2.2 D 2000 1000 500 <=300
2.55 E 2000 1000 500 <=300
a b c d e f g h
Luminance Limitting Curve
7(®)
85 a b c d e f g h
\\s
75 14
65 \ \
5 S 1
5 \ \
\ \
45
6 7 8 9 1000 2 3 4 5 6 7 8 9 10000 2 3 4
L(cd/m?)
Co C45 C90
Equipment: GMS2200 Date: 2017-6-8 Operator: Jack
Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00

'2 (a/hs)



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (GREEN)

Budgetary Estimate Table Page: 11 Total:14
Budgetary Estimate Tab ) e
40| Lamp Flux R ras
Maint Co_| 0.8/0.8 s ) /
30 Avelllu | 100.0 Ix : o
Plane H 0.0 m pe /
Place C |[W |F '
20 Rett - 07 105 [o2 [Ty
Rz —]05 037702 |t
10
7
8 17
7 =
6 [
5 om
4
3
2 Zm
1
1 2 3 4 5 678910 20 40 60 80 100 200 400 600 800
S[m2]
Equipment: GMS2200 Date: 2017-6-8 Operator: Jack

Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (GREEN)

Utilization factor table for indoor luminaire

Page: 12 Total:14

RHOCQ 80 70 50 30 10

RHOW| 50 [ 30 |10 [ 50 [30 [ 10 [ 50 [30 [10 [50 [30 [10 [50 [30 |10

RCR COEFFCIENTS OF UTILIZATION RHOFC=20 CU

0 |r1o Jr1o Jr1o Juie [rae [1ae [rar [ran ran Jros [1os [1os [ro2 [ro2 [102 [1.00
1 103 Jo98 [0.94 [1.00 [096 [0.92 [0.96 [0.93 [0.89 [0.92 |o.89 [0.87 [0.88 [0.86 |0.84 [0.82
2 |os8 |os1 [075 [087 [080 [0.74 [0.83 [0.77 [0.72 [0.80 [0.75 [071 [0.77 [0.73 [069 [0.67
3 o7 Joes Jost Jo7s {067 061 [0.72 [o.65 [0.60 [0.70 [o.64 [059 Jo67 Jos2 [058 [0.55
4 Joes Joss Josi Joes [os8 Jost Joss [056 Jo.s0 Joer Jo.ss Joao Joso Jos3 Joao [ods
s oeo Jos1 Jo44 [059 [0.50 [043 [0.57 [049 [043 [055 [048 042 [053 [047 [042 [0.40
6 os4 Joas J038 Jos3 [044 [038 [051 [043 [037 [049 [042 [037 [o4s Joar [o36 [034
7 lo49 [039 033 Jo48 [039 [033 [o4e [038 [033 [o045 o038 [032 [043 [037 032 030
8 o044 Jo3s Jo2o [043 [035 [029 [042 [034 [029 [o41 o34 [o29 [040 [033 [029 [0.27
9 Jo4o Jo32 Jo26 Jo4o [032 [o26 [039 [o31 Jo26 [0.37 Jo31 Jo26 Jo3e Jo3o [o2s [o24
10 [037 Jo29 [o24 [037 Jo29 [023 [o36 [028 o023 [0.35 [o28 [023 o34 [o28 [0.23 [o2i

Equipment: GMS2200
Temperature(°C): 25.2

Date: 2017-6-8

Humidity(%): 63.0%

Operator: Jack

Distance(m): 12.00




Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (GREEN)

IntenSIty data(cd) Page: 13 Total:14
Ch(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0

0.0 94.29 94.57 94.67 94.30 93.05 91.08 87.25 85.72 81.95
22.5 94.29 94.40 94.53 93.92 92.89 91.26 88.90 86.11 82.59
45.0 94.29 93.86 93.50 92.97 91.89 90.09 87.88 85.11 81.47
67.5 94.29 94.31 93.66 92.74 91.20 89.14 86.55 83.33 79.25
90.0 94.29 94.48 93.99 92.96 91.28 88.94 85.97 82.44 78.19

112.5 94.29 94.31 93.66 92.74 91.20 89.14 86.55 83.33 79.25
135.0 94.29 93.86 93.50 92.97 91.89 90.09 87.88 85.11 81.47
157.5 94.29 94.40 94.53 93.92 92.89 91.26 88.90 86.11 82.59
180.0 94.29 94.57 94.67 94.30 93.05 91.08 87.25 85.72 81.95
202.5 94.29 94.40 94.53 93.92 92.89 91.26 88.90 86.11 82.59
225.0 94.29 93.86 93.50 92.97 91.89 90.09 87.88 85.11 81.47
247.5 94.29 94.31 93.66 92.74 91.20 89.14 86.55 83.33 79.25
270.0 94.29 94.48 93.99 92.96 91.28 88.94 85.97 82.44 78.19
292.5 94.29 94.31 93.66 92.74 91.20 89.14 86.55 83.33 79.25
315.0 94.29 93.86 93.50 92.97 91.89 90.09 87.88 85.11 81.47
337.5 94.29 94.40 94.53 93.92 92.89 91.26 88.90 86.11 82.59
360.0 94.29 94.57 94.67 94.30 93.05 91.08 87.25 85.72 81.95

Chy(®) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 77.35 71.79 64.98 57.01 47.64 37.35 26.40 15.82 6.82
22.5 78.17 72.59 65.76 57.82 48.19 37.97 26.63 16.07 6.63
45.0 77.32 71.94 65.34 57.64 48.65 38.80 27.50 16.93 8.06
67.5 74.76 69.37 62.74 55.32 46.81 37.10 26.58 16.58 8.15
90.0 73.38 67.90 61.18 53.93 45.73 35.94 26.06 16.32 8.11

112.5 74.76 69.37 62.74 55.32 46.81 37.10 26.58 16.58 8.15
135.0 77.32 71.94 65.34 57.64 48.65 38.80 27.50 16.93 8.06
157.5 78.17 72.59 65.76 57.82 48.19 37.97 26.63 16.07 6.63
180.0 77.35 71.79 64.98 57.01 47.64 37.35 26.40 15.82 6.82
202.5 78.17 72.59 65.76 57.82 48.19 37.97 26.63 16.07 6.63
225.0 77.32 71.94 65.34 57.64 48.65 38.80 27.50 16.93 8.06
247.5 74.76 69.37 62.74 55.32 46.81 37.10 26.58 16.58 8.15
270.0 73.38 67.90 61.18 53.93 45.73 35.94 26.06 16.32 8.11
292.5 74.76 69.37 62.74 55.32 46.81 37.10 26.58 16.58 8.15
315.0 77.32 71.94 65.34 57.64 48.65 38.80 27.50 16.93 8.06
337.5 78.17 72.59 65.76 57.82 48.19 37.97 26.63 16.07 6.63
360.0 77.35 71.79 64.98 57.01 47.64 37.35 26.40 15.82 6.82

Cly(°) 90.0 95.0 100.0 105.0 110.0 115.0 120.0 125.0 130.0
0.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
225 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
45.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
67.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
112.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
135.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
157.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
202.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
225.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
247.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
270.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
292.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
315.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
337.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
360.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Equipment: GMS2200 Date: 2017-6-8 Operator: Jack

Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (GREEN)

IntenSIty data(cd) Page: 14 Total:14
Chy(®) 135.0 140.0 145.0 150.0 155.0 160.0 165.0 170.0 175.0
0.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
22.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
45.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
67.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
112.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
135.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
157.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
202.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
225.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
247.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
270.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
292.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
315.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
337.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
360.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Chy(°) 180.0

0.0 0.00

22.5 0.00

45.0 0.00

67.5 0.00

90.0 0.00

112.5 0.00

135.0 0.00

157.5 0.00

180.0 0.00

202.5 0.00

225.0 0.00

247.5 0.00

270.0 0.00

292.5 0.00

315.0 0.00

337.5 0.00

360.0 0.00

Equipment: GMS2200 Date: 2017-6-8 Operator: Jack

Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00



