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Hawko Lighting Group Australia Pty Ltd

LumCAT: CHROMAFLEX-4000K (WHITE)
Luminaire: LED Strip light

Report No: BSR1706080501-9 Voltage(V): 24.0000
Test No: SO1 Current(A): 0.2020
LampCAT: Power (W): 4.8500
Lamp flux(Im) PF: 0.9989

Number of Lamps: 60 Ballast type:
Length(mm): 1000 Width(mm): 12
Phm Type: C Height(mm): 2

Photometric Results

Lumens(Im): 370.67

Lumens(Im)/Power(W): 76.43

Central intensity(cd): 123.025

Maximum intensity(cd): 123.329

Angle of maximum intensity: C=0.0 y=5.0

Beam Angle(50%Imax): [C0/180]Total=116.9
[C90/270]Total=117.2

Field angle(10%Imax): [C0/180]Total=162.9
[C90/270]Total=164.8

Maximum s/h(1/2): C0_180=1.29 C90_270=1.29

Maximum s/h(1/4): CO_180=1.41 C90_270=1.41

Up flux rate of LUM(%): - -

Down flux rate of LUM(%): 100.00%

CIE Type : Direct lighting

Output flux ratio in & solid angle : 77.641%

Equipment: GMS2200 Date: 2017-6-8 Operator: Jack
Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (WHITE)

Zonal flux distribution table

Page: 2 Total:14

v(°) Average I(cd) Zonal F(Im) Sum F(Im) Eff Flux(%) Eff Sum(%)
0.0 123.025 .000 .000 .000% .000%
5.0 122.736 2.938 2.938 .793% .793%
10.0 121.385 8.733 11.671 2.356% 3.149%
15.0 119.191 14.271 25.942 3.850% 6.999%
20.0 116.032 19.386 45.327 5.230% 12.229%
25.0 111.850 23.901 69.228 6.448% 18.677%
30.0 106.435 27.624 96.852 7.453% 26.129%
35.0 100.841 30.523 127.375 8.235% 34.364%
40.0 94.146 32.532 159.907 8.777% 43.140%
45.0 86.462 33.441 193.348 9.022% 52.162%
50.0 77.842 33.200 226.548 8.957% 61.119%
55.0 68.621 31.846 258.394 8.592% 69.711%
60.0 58.555 29.396 287.790 7.931% 77.641%
65.0 47.740 25.840 313.630 6.971% 84.613%
70.0 36.846 21.418 335.048 5.778% 90.391%
75.0 25.701 16.349 351.397 4.411% 94.801%
80.0 15.447 11.010 362.407 2.970% 97.772%
85.0 7.446 6.220 368.627 1.678% 99.450%
90.0 .000 2.039 370.666 .550% 100.000%
95.0 .000 .000 370.666 .000% 100.000%
100.0 .000 .000 370.666 .000% 100.000%
105.0 .000 .000 370.666 .000% 100.000%
110.0 .000 .000 370.666 .000% 100.000%
115.0 .000 .000 370.666 .000% 100.000%
120.0 .000 .000 370.666 .000% 100.000%
125.0 .000 .000 370.666 .000% 100.000%
130.0 .000 .000 370.666 .000% 100.000%
135.0 .000 .000 370.666 .000% 100.000%
140.0 .000 .000 370.666 .000% 100.000%
145.0 .000 .000 370.666 .000% 100.000%
150.0 .000 .000 370.666 .000% 100.000%
155.0 .000 .000 370.666 .000% 100.000%
160.0 .000 .000 370.666 .000% 100.000%
165.0 .000 .000 370.666 .000% 100.000%
170.0 .000 .000 370.666 .000% 100.000%
175.0 .000 .000 370.666 .000% 100.000%
180.0 .000 .000 370.666 .000% 100.000%

Equipment: GMS2200
Temperature(°C): 25.2

Date: 2017-6-8
Humidity(%): 63.0%

Operator: Jack
Distance(m): 12.00




Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (WHITE)

Zonal flux distribution table

Zone
0-30
0-40
0-60
0-90
0-120
0-180
60-90
90-120
90-130
90-150
90-180
0-61.69

Page: 3 Total:14

ZONAL LUMEN SUMMARY
Lumens %Fixt
96.85 26.13%
159.91 43.14%
287.79 77.64%
370.67 100.00%
370.67 100.00%
370.67 100.00%
112.27 30.29%
2.04 0.55%
2.04 0.55%
2.04 0.55%
2.04 0.55%
296.53 80.00%

ZONAL LUMEN SUMMARY

0-10 11.67

10-20 33.66

20-30 51.52

30-40 63.05

40-50 66.64

50-60 61.24

60-70 47.26

70-80 27.36

80-90 8.26

90-100 0.00

100-110 0.00

110-120 0.00

120-130 0.00

130-140 0.00

140-150 0.00

150-160 0.00

160-170 0.00

170-180 0.00

Equipment: GMS2200
Temperature(°C): 25.2

Date: 2017-6-8

Humidity(%): 63.0%

Operator: Jack
Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (WHITE)

Light Distribution Curve [Unit:cd] Page: 4 Total:14

+180°

-90° 90°

123.33
98.66
74.00
49.33 / \
24.67
0.00 180° 1350 -90° 45 0 45° 90° 135°  180°
C0/C180:
C90/C270:
Field angle(10%Imax):C0/180Left:81.4 Right:81.4
:C90/270Left:82.4 Right:82.4
Beam Angle(50%Imax):C0/180Left:58.5 Right:58.5
:C90/270Left:58.6 Right:58.6
Equipment: GMS2200 Date: 2017-6-8 Operator: Jack

Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (WHITE)

Lux distance Curve Page: 5 Total:14

123.3,102.4 Ix A 325.03cm
1.0m

30.8,25.6 Ix Z & 650.06cm
2.0m

13.7,11.41x Z x 975.08cm

Max , Ave Beam angle of COplanel16.79
Equipment: GMS2200 Date: 2017-6-8 Operator: Jack

Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (WHITE)

ISO-Intensity(V-H) Page: 6 Total:14
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(10%]Imax) 12.3329
(20%Imax) 24.6658
(30%Imax) 36.9986
(40%Imax) 49.3315
(50%Imax) 61.6644
(60%Imax) 73.9973
(70%Imax) 86.3302
(80%Imax) 98.663

(90%Imax) 110.996

Equipment: GMS2200 Date: 2017-6-8 Operator: Jack
Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (WHITE)

ISO candela diagram on circular web

180°

Page: 7 Total:14

90°

60°

House

[Unit:cd]

Imax:123.33
(10%]Imax) 12.3329
(20%]Imax) 24.6658
(30%]Imax) 36.9986
(40%]Imax) 49.3315
(50%]Imax) 61.6644
(60%]Imax) 73.9973
(70%Imax) 86.3302
(80%Imax) 98.663
(90%]Imax) 110.996

7 60°

Road

Equipment: GMS2200
Temperature(°C): 25.2

Date: 2017-6-8
Humidity(%): 63.0%

Operator: Jack
Distance(m): 12.00
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Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (WHITE)

ISO illuminance diagram

Page: 8 Total:14

[Unit:I¥] H=3.0m

Emax:]3.67

{ 180°

PN

N

C 90°

@)
Q)

qo°

5.00d/h 4.00 3.00

(10%Emax) 1.366944
(20%Emax) 2.733878
(30%Emax) 4.100822
(40%Emax) 5.467756
(50%Emax) 6.8347

(60%Emax) 8.201644
(70%Emax) 9.568578
(80%Emax) 10.93552
(90%Emax) 12.30244

2.00

1.00

0.00

1.00

2.00 3.00

4.00

5.00d/h

Equipment: GMS2200
Temperature(°C): 25.2

Date: 2017-6-8

Humidity(%): 63.0%

Operator: Jack
Distance(m): 12.00
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10.0m

Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (WHITE)

Space ISO Lux diagram

Page: 9 Total:14

Imax:123.33

[Unit:1x]

12.3025

(e

2476049
36.9074
49.2098
61.5123
73.8148

98.4197

110.722

0.0m 1.0m

2.0m

3.0m 4.0m

5.0m

6.0m 7.0m

8.0m

9.0m

Equipment: GMS2200
Temperature(°C): 25.2

Date: 2017-6-8
Humidity(%): 63.0%

Operator: Jack
Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (WHITE)

Luminance Limitting Curve(no luminous side)

Luminance Table

Page: 10 Total:14

Y 45 50 55 60 65 70 75 80 85
Co 8747 8399 8070 7541 6908 6045 4969 3613 2161
C45 9089 8819 8498 8070 7480 6757 5740 4446 3002
C90 10173 10095 9941 9753 9432 8996 8403 7598 7794
Li#®65) |LZh(65)  |L45(65)  |LEE(75) |LZA(75) |L45(75)  |LEE®B5)  |[LY(B5)  |L45(85)
9377 9472 9393 8060 8466 8295 6278 7972 7094
Glare Table
Glare Quality Service Values Illuminance(lx)
1.15 A 2000 1000 500 <=300
1.5 B 2000 1000 500 <=300
1.85 C 2000 1000 500 <=300
2.2 D 2000 1000 500 <=300
2.55 E 2000 1000 500 <=300
a b c d e f g h
Luminance Limitting Curve
7(®)
85 a b c d e f g h
75 — 14
65 \ T \
i °
5 \ \
\
45
6 7 8 9 1000 2 3 4 5 6 7 8 9 10000 2 3 4
L(cd/m?)
Co C45 C90

Equipment: GMS2200
Temperature(°C): 25.2

Date: 2017-6-8
Humidity(%): 63.0%

Operator: Jack
Distance(m): 12.00

'2 (a/hs)



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (WHITE)

Budgetary Estimate Table

Page: 11 Total:14

Budgetary Estimate Tab /
40( Lamp Flux -
Maint Co | 0.8/0.8 / //:
300 Ave Illu_ | 100.0 Ix
Plane H 0.0 m /
Place C |[W |F p / d
20 Reftt 0.7 (05 |02
Refl2  —]0.5 103 [027] 4 /
10 —
9 -
8
7 //
6
6m
4
3
2 "
1
1 3 4 5 6 78910 40 60 80 100 200 400 600 800

20
S[m2]

Equipment: GMS2200
Temperature(°C): 25.2

Date: 2017-6-8
Humidity(%): 63.0%

Operator: Jack
Distance(m): 12.00




Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (WHITE)

Utilization factor table for indoor luminaire

Page: 12 Total:14

RHOCQ 80 70 50 30 10

RHOW| 50 [ 30 |10 [ 50 [30 [ 10 [ 50 [30 [10 [50 [30 [10 [50 [30 |10

RCR COEFFCIENTS OF UTILIZATION RHOFC=20 CU

0 |r1o Jr1o Jr1o Juie [rae [1ae [rar [ran ran Jros [1os [1os [ro2 [ro2 [102 [1.00
1 103 Jo99 [0.95 [101 [097 Jo.94 [0.97 [094 [oo1 [0.93 [0.90 [088 [0.89 [0.87 [0.85 [083
2 o090 o83 [077 o088 [082 [0.76 [0.84 [0.79 [0.74 [0.81 [0.77 [073 [0.78 [074 [071 [0.69
3 o9 Jo7o Joss J077 {069 [0.63 [0.74 [0.67 [0.62 [0.71 Jo.e6 [o61 Jo.69 Jo64 [0.60 [0.58
4 [o70 Joe1 Jos4 [o68 [060 [053 Jo.es [0.58 [053 [o.e3 [0.57 [0.52 061 [os6 [o.51 [049
s |oe2 053 Jods [061 [0.52 [o46 [0.59 [0.51 [045 [057 [os0 [045 [055 [049 [044 [0.42
6 |oss |047 Jo40 Joss [046 [040 [053 [045 [040 [o51 [o4d [039 Joso [oas 039 [037
7 loso o4z [035 Jos0 [o41 [035 [o4s [o40 [035 [047 Jo4o [035 [o45 [039 034 [0.32
8 |oas 037 Jo31 [045 [037 [031 [044 [036 [031 [043 Jo3s [o31 [o041 [035 [031 [0.29
9 [o42 Jo034 Jo28 Jo42 [034 [028 [odo [033 Jo28 [o.39 [o33 Jo28 Jo3s Jo32 [o2s8 [oz2e
10 [039 Jo31 [o26 [038 o031 [o25 [037 030 Jo2s Jo36 [o30 [025 o35 [o29 [o25 [023

Equipment: GMS2200
Temperature(°C): 25.2

Date: 2017-6-8

Humidity(%): 63.0%

Operator: Jack

Distance(m): 12.00




Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (WHITE)

IntenSIty data(cd) Page: 13 Total:14
Ch(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0

0.0 123.02 123.33 121.92 119.69 116.40 112.18 107.08 100.83 94.26
22.5 123.02 122.59 121.65 119.57 116.35 112.23 105.34 101.42 94.87
45.0 123.02 122.35 120.72 118.46 115.59 111.34 106.54 100.43 93.80
67.5 123.02 122.84 121.27 119.09 115.79 111.68 106.79 100.49 93.71
90.0 123.02 123.01 121.87 119.60 116.40 112.13 107.06 101.20 94.15

112.5 123.02 122.84 121.27 119.09 115.79 111.68 106.79 100.49 93.71
135.0 123.02 122.35 120.72 118.46 115.59 111.34 106.54 100.43 93.80
157.5 123.02 122.59 121.65 119.57 116.35 112.23 105.34 101.42 94.87
180.0 123.02 123.33 121.92 119.69 116.40 112.18 107.08 100.83 94.26
202.5 123.02 122.59 121.65 119.57 116.35 112.23 105.34 101.42 94.87
225.0 123.02 122.35 120.72 118.46 115.59 111.34 106.54 100.43 93.80
247.5 123.02 122.84 121.27 119.09 115.79 111.68 106.79 100.49 93.71
270.0 123.02 123.01 121.87 119.60 116.40 112.13 107.06 101.20 94.15
292.5 123.02 122.84 121.27 119.09 115.79 111.68 106.79 100.49 93.71
315.0 123.02 122.35 120.72 118.46 115.59 111.34 106.54 100.43 93.80
337.5 123.02 122.59 121.65 119.57 116.35 112.23 105.34 101.42 94.87
360.0 123.02 123.33 121.92 119.69 116.40 112.18 107.08 100.83 94.26

Chy(®) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 86.59 77.65 68.77 58.31 47.56 36.17 25.03 14.64 6.57
22.5 86.97 78.22 68.94 58.69 47.63 36.63 25.51 14.94 6.97
45.0 86.32 77.69 68.45 58.42 47.64 36.82 25.76 15.53 7.42
67.5 86.02 77.60 68.40 58.59 47.90 37.28 25.87 15.99 7.94
90.0 86.49 78.06 68.62 58.72 48.04 37.12 26.29 16.01 8.34

112.5 86.02 77.60 68.40 58.59 47.90 37.28 25.87 15.99 7.94
135.0 86.32 77.69 68.45 58.42 47.64 36.82 25.76 15.53 7.42
157.5 86.97 78.22 68.94 58.69 47.63 36.63 25.51 14.94 6.97
180.0 86.59 77.65 68.77 58.31 47.56 36.17 25.03 14.64 6.57
202.5 86.97 78.22 68.94 58.69 47.63 36.63 25.51 14.94 6.97
225.0 86.32 77.69 68.45 58.42 47.64 36.82 25.76 15.53 7.42
247.5 86.02 77.60 68.40 58.59 47.90 37.28 25.87 15.99 7.94
270.0 86.49 78.06 68.62 58.72 48.04 37.12 26.29 16.01 8.34
292.5 86.02 77.60 68.40 58.59 47.90 37.28 25.87 15.99 7.94
315.0 86.32 77.69 68.45 58.42 47.64 36.82 25.76 15.53 7.42
337.5 86.97 78.22 68.94 58.69 47.63 36.63 25.51 14.94 6.97
360.0 86.59 77.65 68.77 58.31 47.56 36.17 25.03 14.64 6.57

Cly(°) 90.0 95.0 100.0 105.0 110.0 115.0 120.0 125.0 130.0
0.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
225 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
45.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
67.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
112.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
135.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
157.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
202.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
225.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
247.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
270.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
292.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
315.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
337.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
360.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Equipment: GMS2200 Date: 2017-6-8 Operator: Jack

Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00



Hawko Lighting Group Australia Pty Ltd CHROMAFLEX-4000K (WHITE)

IntenSIty data(cd) Page: 14 Total:14
Chy(®) 135.0 140.0 145.0 150.0 155.0 160.0 165.0 170.0 175.0
0.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
22.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
45.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
67.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
112.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
135.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
157.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
202.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
225.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
247.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
270.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
292.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
315.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
337.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
360.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Chy(°) 180.0

0.0 0.00

22.5 0.00

45.0 0.00

67.5 0.00

90.0 0.00

112.5 0.00

135.0 0.00

157.5 0.00

180.0 0.00

202.5 0.00

225.0 0.00

247.5 0.00

270.0 0.00

292.5 0.00

315.0 0.00

337.5 0.00

360.0 0.00

Equipment: GMS2200 Date: 2017-6-8 Operator: Jack

Temperature(°C): 25.2 Humidity(%): 63.0% Distance(m): 12.00



