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EXTERIOR LIGHTING










FEATURES

. HIGH PERFORMANCE LEDIL OPTICS
. CREE XPG3 EMITTERS
. CITEL 20KV SURGE PROTECTION
. TOOL FREE ACCESS

. IP66 RATED
. IKO9 RATED

. 4 BODY SIZES (XS, S, M, L)
. (XS) 503mm L x 272mm W
. (S) 603mm L x 300mm W
. (M) 79Tmm L x 381Tmm W
. (L) 937mm L x 449mm W

. WATTAGE RANGE 30w - 260w
. 5 YEAR WARRANTY

. 1-10V DIM STANDARD
. OTHER OPTICS ON REQUEST
. SPIGOT SIZE 42-60mm (76mm OPTIONAL)

PART NUMBERS
SV-SL1-XS-30 30w
SV-SL1-XS-60 60w
SV-SL1-5-90 90w
SV-SL1-M-120 120w
SV-SL1-M-150 150w
SV-SL1-L-180 180w
SV-SL1-L-220 220w
SV-SL1-L-260 260w

6.9kg
6.9kg
9.4kg
14.8kg
14.8kg
20.8kg
20.8kg
20.8kg

STREET OPTICS

FORWARD THROW WIDE OPTICS

FORWARD THROW OPTICS
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FEATURES

. HIGH PERFORMANCE LEDIL OPTICS
. CREE XPG3 EMITTERS

. CITEL 20KV SURGE PROTECTION

. TOOL FREE ACCESS

. IP66 RATED

. IKO9 RATED

. 4 BODY SIZES (XS, S, M, L)

. (XS) 433mm L x 260mm W

. (S) 565mm L x 330mm W

. (M) 665mm L x 381mm W

. (L) 865mm L x 455mm W

. WATTAGE RANGE 30w - 220w

. 5 YEAR WARRANTY

. 1-10V DIM STANDARD

. OTHER OPTICS ON REQUEST

. SPIGOT SIZE 42-60mm (76mm OPTIONAL)

PART NUMBERS

SV-SL2-X5-30 30w 5.7kg
SV-SL2-X5-60 60w 5.7kg
SV-SL2-5-90 90w 9.0kg
SV-SL2-M-120 120w 12.1kg
SV-SL2-M-150 150w 12.1kg
SV-SL2-L-180 180w 18.0kg
SV-SL2-L-240 220w 18.0kg
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STREET OPTICS

FORWARD THROW WIDE OPTICS

FORWARD THROW OPTICS
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PRECINCT

FEATURES

. INTEGRATED OPTICS

. CREE XPG3 EMITTERS

. IP65 RATED

. IKO8 RATED

. BODY SIZE 380mm x 110mm
. WATTAGE RANGE 10w - 20w
. 5 YEAR WARRANTY

. 1-10V DIM STANDARD

. PCLENS

. SPIGOT SIZE - 42-48mm

. 10KV SURGE PROTECTION

PART NUMBERS

SV-SL3-10 10w 2.5kg
SV-SL3-15 15w 2.5kg
SV-SL3-20 20w 2.5kg

STREET OPTICS
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FEATURES

. HIGH PERFORMANCE LEDIL OPTICS

. CREE XPG3 EMITTERS

. CITEL 20KV SURGE PROTECTION

. IP66 RATED

. IK09 RATED

. BODY SIZE 429mm L x 285mm W

. WATTAGE RANGE 40w - 100w

. 5 YEAR WARRANTY

. 1-10V DIM STANDARD

. OTHER OPTICS ON REQUEST

. SPIGOT SIZE 42-60mm (76mm OPTIONAL)
. TRUNNION ARM VERSION (OPTIONAL)

PART NUMBERS

SV-AL1-30 30w 8.5kg
SV-AL1-60 60w 8.5kg
SV-AL1-100 100w 8.5kg

STREET OPTICS

FORWARD THROW WIDE OPTICS

FORWARD THROW OPTICS
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FEATURES

. HIGH PERFORMANCE LEDIL OPTICS
. CREE XPG3 EMITTERS

. CITEL 20KV SURGE PROTECTION

. IP66 RATED

. IK09 RATED

. BODY SIZE 490mm x 440mm x 600mm (h)
. ELLIPTICAL HEAD

. SPIGOT 60mm

. WATTAGE RANGE 30w - 90w

. 5 YEAR WARRANTY

. 1-10V DIM STANDARD

. OTHER OPTICS ON REQUEST

PART NUMBERS

SV-PL1-30 30w 10.0kg
SV-PL1-60 60w 10.0kg
SV-PL1-90 90w 10.0kg

CIRCULAR OPTICS

PATHWAY OPTICS

SQUARE OPTICS







FEATURES

. HIGH PERFORMANCE LEDIL OPTICS

. CREE XPG3 EMITTERS

. CITEL 20KV SURGE PROTECTION

. IP66 RATED

. IKO9 RATED

. BODY SIZE 400mm Square x 603mm (h)
. SPIGOT 60mm, 76mm (Round or Square)
. WATTAGE RANGE 30w - 90w

. 5 YEAR WARRANTY

. 1-10V DIM STANDARD

. OTHER OPTICS ON REQUEST

PART NUMBERS

SV-PL2-30 30w 10.0kg
SV-PL2-60 60w 10.0kg
SV-PL2-90 90w 10.0kg

CIRCULAR OPTICS PATHWAY OPTICS SQUARE OPTICS
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PROMENADE

FEATURES

. HIGH PERFORMANCE LEDIL OPTICS
. CREE XPG3 EMITTERS

. CITEL 20KV SURGE PROTECTION
. IP66 RATED

. IKO8 RATED

. BODY SIZE 750mm x 465mm (h)
. WATTAGE RANGE 30W-90W

. 5 YEAR WARRANTY

. 1-10V DIM STANDARD

. OTHER OPTICS ON REQUEST

. SPIGOT SIZE 40-48mm

PART NUMBERS

SV-5L4-30 30w 10.0kg
SV-5L4-60 60w 10.0kg
SV-5L4-90 90w 10.0kg

CIRCULAR OPTICS PATHWAY OPTICS SQUARE OPTICS






FEATURES

. HIGH PERFORMANCE LEDIL OPTICS
. CREE XPG3 EMITTERS

. CITEL 20KV SURGE PROTECTION

. IP66 RATED

. IKO9 RATED

. BODY SIZE 440mm x 490mm x 113mm (h)
. ELLIPTICAL HEAD

. WATTAGE RANGE 30w - 90w

. 5 YEAR WARRANTY

. 1-10V DIM STANDARD

. OTHER OPTICS ON REQUEST

. SPIGOT SIZE 60-76mm

PART NUMBERS

SV-PL3-30 30w 8.0kg
SV-PL3-60 60w 8.0kg
SV-PL3-90 90w 8.0kg

CIRCULAR OPTICS PATHWAY OPTICS SQUARE OPTICS
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FEATURES

. HIGH PERFORMANCE LEDIL OPTICS
. CREE XPG3 EMITTERS

. CITEL 20KV SURGE PROTECTION

. IP66 RATED

. IK09 RATED

. BODY SIZE 490mm x 440mm x 113mm (h)
. ELLIPTICAL HEAD

. WATTAGE RANGE 30w - 90w

. 5 YEAR WARRANTY

. 1-10V DIM STANDARD

. OTHER OPTICS ON REQUEST

. SPIGOT SIZE 60-76mm

PART NUMBERS

SV-PL4-30 30w 10.0kg
SV-PL4-60 60w 10.0kg
SV-PL4-90 90w 10.0kg
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FEATURES

. HIGH PERFORMANCE LEDIL OPTICS
. CREE XPG3 EMITTERS

. CITEL 20KV SURGE PROTECTION

. IP66 RATED
. IKO9 RATED

. SMALL BODY SIZE 490mm x 440mm
. LARGE BODY SIZE 650mm x 580mm

. ELLIPTICAL HEAD
. WATTAGE RANGE 30w - 180w

. 5 YEARWARRANTY
. 1-10V DIM STANDARD

. OTHER OPTICS ON REQUEST

. SPIGOT SIZE 60mm

PART NUMBERS
SMALL

SV-AL3-30 30w
SV-AL3-60 60w
SV-AL3-90 90w
LARGE

SV-AL3-120 120w
SV-AL3-150 150w
SV-AL3-180 180w

9.0kg
9.0kg
9.0kg

13.0kg
13.0kg
13.0kg

STREET OPTICS

FORWARD THROW WIDE OPTICS

FORWARD THROW OPTICS
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FEATURES

. HIGH PERFORMANCE LEDIL OPTICS

. CREE XPG3 EMITTERS

. CITEL 20KV SURGE PROTECTION

. IP66 RATED

. IKO9 RATED

. BODY SIZE 400mm Square x 122mm (h)
. WATTAGE RANGE 30w - 90w

. 5 YEAR WARRANTY

. 1-10V DIM STANDARD

. OTHER OPTICS ON REQUEST

. SPIGOT SIZE 60-76mm (Round/Square)

PART NUMBERS

SV-PL5-30 30w 10.0kg
SV-PL5-60 60w 10.0kg
SV-PL5-90 90w 10.0kg

STREET OPTICS

FORWARD THROW WIDE OPTICS

FORWARD THROW OPTICS
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FEATURES

. HIGH PERFORMANCE LEDIL OPTICS

. CREE XPG3 EMITTERS

. CITEL 20KV SURGE PROTECTION

. IP66 RATED

. IKO9 RATED

. BODY SIZE 400mm Square x 122mm (h)
. WATTAGE RANGE 30w - 90w

. 5 YEAR WARRANTY

. 1-10V DIM STANDARD

. OTHER OPTICS ON REQUEST

. SPIGOT SIZE 60-76mm (Round/Square)

PART NUMBERS

SV-AL2-30 30w 9.0kg
SV-AL2-60 60w 9.0kg
SV-AL2-90 90w 9.0kg

STREET OPTICS

FORWARD THROW WIDE OPTICS

FORWARD THROW OPTICS
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FEATURES

. HIGH PERFORMANCE LEDIL OPTICS
. CREE XPG3 EMITTERS

. IP65 RATED

. IKO9 RATED

. BODY SIZE 210mm x 1000mm (h)

. WATTAGE RANGE 10w - 20w

. 5 YEAR WARRANTY

PART NUMBERS

SV-BL3-10 10w 5.0kg
SV-BL3-15 15w 5.0kg
SV-BL3-20 20w 5.0kg

CIRCULAR OPTICS
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LANE 1 & LANE 2

FEATURES

. HIGH PERFORMANCE LEDIL OPTICS
. CREE XPG3 EMITTERS

. CITEL 20KV SURGE PROTECTION

. IP65 RATED

. IKO8 RATED

. BODY SIZE 400mm x 690mm

. WATTAGE RANGE 10w - 20w

. 5 YEAR WARRANTY

PART NUMBERS

SV-BL1-10 10w 5.0kg

SV-BL1-15 15w 5.0kg

SV-BL1-20 20w 5.0kg SV-BL2
SV-BL2-10 10w 5.0kg

SV-BL2-15 15w 5.0kg

SV-BL2-20 20w 5.0kg

/ SV-BL1

CIRCULAR OPTICS
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